
CHIORINO S.p.A.
Via S. Agata, 9 :: I-13900 Biella

Tel. +39 015 8489 1 :: Fax +39 015 849 61 61

C
hi

or
in

o 
Ve

ne
to

C
hi

or
in

o 
P

ar
m

a

U
ni

te
d 

K
in

gd
om

Fr
an

ce

S
pa

in

D
eu

ts
ch

la
nd

N
et

he
rla

nd
s

P
ol

an
d

B
ye

lo
ru

ss
ia

H
un

ga
ry

U
.S

.A
.

S
ou

th
 A

fri
ca

S
in

ga
po

re

A
us

tr
al

ia

W O R L D W I D E    C H I O R I N O R
om

an
ia

CHIORINO S.p.A.
Via S. Agata, 9 :: I-13900 Biella

Tel. +39 015 8489 1 :: Fax +39 015 849 61 61

C
hi

or
in

o 
Ve

ne
to

C
hi

or
in

o 
P

ar
m

a

U
ni

te
d 

K
in

gd
om

Fr
an

ce

S
pa

in

D
eu

ts
ch

la
nd

N
et

he
rla

nd
s

P
ol

an
d

B
ye

lo
ru

ss
ia

H
un

ga
ry

U
.S

.A
.

S
ou

th
 A

fri
ca

S
in

ga
po

re

A
us

tr
al

ia

W O R L D W I D E    C H I O R I N O R
om

an
ia

Fast Joint presses
for splicing
thermoplastic conveyor
and transmission belts





▸ EASE OF USE

▸ FAST EXECUTION

▸ NO USE OF CEMENTS

Kit Fast Joint  P120 FJ

TECHNICAL DATA

Plates sizes (w x l) 100x140 mm
Press sizes (w x l x h) 330x155x130 mm
Press weight 4 kg
Holding plate 1 (adjustable width)
Fastening clamps 2
Cooling clamp 1

Press with two heated platens, suitable for 
splicing CHIORINO thermoplastic conveyor and 
transmission belts, that are max. 80 mm wide and 
6 mm thick. 
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With the CHIORINO Fast Joint Kits P50 FJ and P120 FJ 
thermoplastic conveyor and transmission belts can be 
spliced in just four very simple steps.

Place the prepared belt ends 
on the holding board.

Cover with the holding plate 
and fasten with the clamps.

Press according to the 
time recommended by the 
operating manual.

Remove from press and cool 
in the cold clamp.
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With the Fast Joint Kit CHIORINO thermoplastic 
conveyor and transmission belts can be made 
endless on site in a few minutes, reducing the 
machine downtime.

Advantages of the CHIORINO Fast Joint Kits:

Kit Fast Joint  P50 FJ

TECHNICAL DATA

Plates sizes (w x l) 50x50 mm
Press weight 1,4 kg
Holding plates 2 (20 and 25 mm)
Fastening clamps 2
Cooling clamp 1

Press with two heated platens, suitable for 
splicing CHIORINO thermoplastic conveyor and 
transmission belts, that are max. 40 mm wide and 
3 mm thick. 

The photos refer to the P120 FJ kit, but the operations illustrated are also effective for 
the P50 FJ kit.


